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TECHNICAL SPECIFICATION OF CARIA BOILERS Unit
BOILER TYPE

CP-23 CP-40 CP-60 CP-80 CP-100 CP-150

Nominal-Minimum Heat Output
kW 23 - 6,9 40 - 12 60 - 18 80 - 24 100 - 30 150 - 45

kcal/h 19.780 - 5.934 34.400 - 10.320 51.600 - 15.480 68.800 - 20.640 86.000 - 25.800 129.000 - 38.700

Direct Efficiency in Full Load % 93,2 93,4 92,8 93,7 92,2 91,0

Boiler Class - CLASS 5 acc. To EN 303-5

Safety Limit Temperature °C 95

Setting Range for Operating Temperature °C 80 - 65

Min. Water Return Temperature °C 55

Operating & Test Pressure bar 3 - 4,5

Electrical Connection - 230 Vac , 50 Hz

Average Electricity Consumption W 100 120 140 180 210 320

Recommended Fuel Types - Ø6 mm high quality pellet, EN Dın PLUS A1, A2

Cabin Width, W mm 700 750 750 750

Height, H mm 1333 1433 1633 1435 1710

Cabin Depth, L mm 800 825 1600 1295

Total Boiler Depth  ± 2, Lt mm 1295 1330 1330 2125 1935

Stack Size, (Outer, ØD1 -Inner Diameter) mm 130-125 150-146 180-176 200-196

Height of Stack Connection, H1 mm 996 1093 1293 1100 1210

Water Content lt 91 116 140 290 250

Empty Weight kg 315 404 444 850 870 625

Filling & Drain Connections ØD2 inch ½” ½” ½”

Hot Water Outlet Connections
ØD3 inch 1”, Male 1 ½”, Male 2”, Male 2”, Male

H3 mm 1053 1156 1356 1305 1750

Water Inlet Connections
ØD4 inch 1”, Male 1 ¼”, Male 2”, Male 2”, Male

H4 mm 183 193 1170 215

Fuel Container  Type - PS300 PS500 PS800

Net Volume
lt 325 507 800

kg 200 330 520

Silo Dimensions W2 x L2 x H2 mm 600x850x1433 850x850x1433 950x950x1633






